


Institutional Archive of the Naval Postgraduate School 





Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations 1. Thesis and Dissertation Collection, all items 


1994-12 


Analytic and experimental investigation of 
rotordynamic response and backward whirl 
induced by split resonance 


Vejvoda, Curtis E. 


Monterey, California. Naval Postgraduate School 
http://ndl.handle.net/10945/42874 


This publication is a work of the U.S. Government as defined in Title 17, United 
States Code, Section 101. Copyright protection is not available for this work in the 
United States. 


Downloaded from NPS Archive: Calhoun 


Calhoun is the Naval Postgraduate School's public access digital repository for 


(8 DUDLEY research materials and institutional publications created by the NPS community. 
«ist sae Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS'‘s first 


INN KNOX appointed — and published -- scholarly author. 

| LIBRARY Dudley Knox Library / Naval Postgraduate School 

411 Dyer Road / 1 University Circle 
Monterey, California USA 93943 





http://www.nps.edu/library 


NAVAL POSTGRADUATE SCHOOL 
MONTEREY, CALIFORNIA 











| Fr) 1) iC Py | 
_ eR 
ree i E LECT i Ey 7 pol 


bates ; Gant 
a ne ay i a 
‘ oy Me , f 
F : es, : : re f 
. fe A j as pn 3 
* aie a i. 
nly eS ee mee at 
Fr : sy iret 
bites! ay ogy g 
. epi rg, Many ny ~“ Fagot 
oes hata gf 
bi ‘ Te AR ; 
4 ag oe 






THESIS 


ANALYTIC AND EXPERIMENTAL 
INVESTIGATION OF ROTORDYNAMIC 
RESPONSE AND BACKWARD WHIRL INDUCED 
BY SPLIT RESONANCE 
by 
Curtis E. Vejvoda 


December, 1994 


Thesis Advisor: Knox T. Millsaps Jr. 





Approved for public release; distribution is unlimited. 


19950426 117 


Public reporting burden for this collection of information is estimated to average 1 hour per response, including the 

time for reviewing instruction, searching existing data sources, gathering and maintaining the data needed, and 
completing and reviewing the collection of information. Send comments regarding this burden estimate or any other 
aspect of this collection of information, including suggestions for reducing this burden, to Washington Headquarters 
Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington, VA 
22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188) Washington DC 20503. 


1. AGENCY USE ONLY (Leave blank) | 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED 
December 1994 Master’s Thesis 


4. TITLEAND SUBTITLE ANALYTIC AND EXPERIMENTAL 5. FUNDING NUMBERS 
INVESTIGATION OF ROTORDYNAMIC RESPONSE AND 
BACKWARD WHIRL INDUCED BY SPLIT RESONANCE 


6. AUTHOR(S) Curtis E. Vejvoda 


7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 
Naval Postgraduate School ORGANIZATION 
Monterey CA 93943-5000 REPORT NUMBER 


SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORING/MONITORING 
AGENCY REPORT NUMBER 


SUPPLEMENTARY NOTES The views expressed in this thesis are those of the author and do not reflect 
the official policy or position of the Department of Defense or the U.S. Government. 


12a. DISTRIBUTION/AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE 
Approved for public release; distribution is unlimited. 


13. ABSTRACT (maximum 200 words) 
Rotordynamic response phenomena, including backward whirl, were investigated both analytically and 
experimentally. A two degree-of-freedom rotor model was developed to simulate the steady state, lateral 
vibration characteristics of a simply supported, single disk rotor. This model includes the effects of direct 
and cross-coupled, linear damping and stiffness coefficients. The computer model was used to quantify the 
influence of bearing characteristics on rotordynamic response. The presence of split resonance, which 
appears to be due to separate and distinct natural frequencies in the two orthogonal lateral directions and 
the occurence of backward whirl between these two frequencies was studied. The effects of geometric 
imperfections in the bearing sleeve, gravitational forces and bearing support stiffnesses were isolated using 
the experimental apparatus. It was determined that the split resonance induced backward whirl and the 
different natural frequencies were caused by asymmetric stiffness of the bearing support structure as well 
as gravitational forces. Bearing imperfections did not create the backward whirl phenomena. The bearing 
support characteristics necessary to create the observed rotor orbits were determined. 
































8. PERFORMING 





























14. SUBJECT TERMS 15. NUMBER OF 
PAGES 135 


16. PRICE CODE 



















18. SECURITY CLASSIFI- 19. SECURITY CLASSIFI- 20. LIMITATION OF 


CATION OF REPORT CATION OF THIS PAGE CATION OF ABSTRACT ABSTRACT 
Unclassified Unclassified Unclassified UL 


NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89) 
Prescribed by ANSI Std. 239-18 298-102 






17. SECURITY CLASSIFI- 






Approved for public release; distribution is unlimited 


ANALYTIC AND EXPERIMENTAL INVESTIGATION OF 
ROTORDYNAMIC RESPONSE AND BACKWARD WHIRL 
INDUCED BY SPLIT RESONANCE 


Curtis E. Veyvoda 
Lieutenant, United States Navy 
B.S., California Maritime Academy, 1986 


Submitted in partial fulfillment of the 
requirements for the degree of 


MASTER OF SCIENCE IN MECHANICAL ENGINEERING 








AND Accesion For \ ~ 
MECHANICAL ENGINEER NTIS. CRASI 
DTIC TA [ 
Unannouncec J 
from the Justification on 
NAVAL POSTGRADUATE SCHOOL 5) eee Sides a 
December 1994 Distribution | 


tA tet oe ih Ea emt Ae th eral Pe im mr a a SA 


‘ re oe Be SP Ey ~ al oy ete 
Avatiaoiity Coes 


Avail and/or 
Dist Special 


ACI 






Author: 
itis E. Vetvode 


Approved by: ene 
Knox T. Millsaps, Jy. / Thesis Advisor 





Matthew D. Kelleher, Chairman, 
Department of Mechanical Engineering 


ss eg 


1V 





ABSTRACT 


Rotordynamic response phenomena, including backward whirl, were investigated 
both analytically and experimentally. A two degree-of-freedom rotor model was 
developed to simulate the steady state, lateral vibration characteristics of a simply 
supported, single disk rotor. This model includes the effects of direct and cross-coupled, 
linear damping and stiffness coefficients. The computer model was used to quantify the 
influence of bearing characteristics on rotordynamic response. The presence of split 
resonance, which appears to be due to separate and distinct natural frequencies in the two 
orthogonal lateral directions and the occurence of backward whirl between these two 
frequencies was studied. The effects of geometric imperfections in the bearing sleeve, 
gravitational forces and bearing support stiffnesses were isolated using the experimental 
apparatus. It was determined that the split resonance induced backward whirl and the 
different natural frequencies were caused by asymmetric stiffness of the bearing support 
structure as well as gravitational forces. Bearing imperfections did not create the 
backward whirl phenomena. The bearing support characteristics necessary to create the 


observed rotor orbits were determined. 
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LIST OF SYMBOLS 


DEFINITION (units, U.S. Customary) 


Modulus of elasticity of the rotor shaft. (psi) 

First moment of inertia of the rotor shaft. (in4) 
Length of the rotor shaft. (in) 

Mass of the imbalance. (Ibm) 

Mass of the rotor disk. (Ibm) 

Mass of the rotor shaft. (Ibm) 

Power spectral density. (mils/HZ) 

Linear displacement vector. (in) 

Linear velocity vector. (in/sec) 

Linear Acceleration vector. (in/sec2) 

Distance from shaft centerline to center of mass imbalance 
(in) 

x direction stiffness of bearing plus shaft caused by x 
direction displacement. (Ibf/in) 

y direction stiffness of bearing plus shaft caused by y 
direction displacement. (Ibf/in) 

x direction stiffness of bearing plus shaft caused by y 
direction displacement. (Ibf/in) 

y direction stiffness of bearing plus shaft caused by x 
direction displacement. (Ibf/imn) 

x direction damping of bearing plus shaft caused by x 


direction velocity. (dimensionless) 


XV 


Cyy 


Cxy 


y direction damping of bearing plus shaft caused by y 
direction velocity. (dimensionless) 
x direction damping of bearing plus shaft caused by y 
direction velocity. (dimensionless) 
y direction damping of bearing plus shaft caused by x 
direction velocity. (dimensionless) 

Force caused by mass imbalance. (1bf) 
Component of imbalance force in x direction. (bf) 
Component of imbalance force in y direction. (Ibf) 
Rotational speed of shaft and disk assembly. (rad/sec) 
Time (secs) | 
Axial displacement shape function (dimensionless) 


Cartesian coordinates. 





I. INTRODUCTION 


Rotating machinery is widely used throughout the world in various applications. Such 
devices include gas turbines, steam turbines, pumps, compressors and fans. Rotating 
devices are subjected to numerous external and internal forces. These forces can be 
categorized as either steady or time varying. The time varying, or vibratory motions create 
alternating stresses, which tend to decrease the operational life of the equipment, due to 
wear and high cycle fatigue. Proper prediction of the machine dynamics, during the design 
phase, along with an appropriate condition monitoring program, during the life cycle, is 
imperative if sufficient component life is to be ensured. Smooth operation of rotating 
machines is critical to all users of these machines including the U.S. Navy. 

Rotating machines can undergo many types of vibrations which are induced from a 
variety of sources, Axial compressor and turbine airfoils, excited primarily by upstream 
wakes, may undergo bending and torsional vibration loads. The shaft and disks can 
vibrate in axial, torsional and lateral modes. All of these vibrations may occur due to either 
external forcing or various self-excitation mechanisms. 

Lateral vibrations, due primarily to residual imbalance in rotating members, is the most 
common type of vibration encountered in practice. Rotors tend to be designed to operate at 
speeds in excess of their first lateral critical speed. This is termed supercritical operation. 
This type of operation provides low vibration levels at the operating speed and light weight 
devices leading to less expensive machinery. One major problem with operating a rotor 
supercritically is that the rotor must proceed through the resonance speed, where high 
vibratory stresses occur, prior to reaching its operating speed. Transition through the 
critical speed should be done as quickly as possible in order to prevent such resonant 


conditions or to reduce the time at which the equipment experiences the high vibration 


levels. To reduce the lateral bending forced response, which is due to residual imbalance. 
many balancing techniques are exipilaived However, even when the device 1s in balance to 
a specific grade the radial response near the resonant speed can be quite high. The 
vibration problems encountered in rotating machinery can lead to significant equipment 
damage due to the close tolerances encountered in the rotating device. The alternating 
stresses generated by these vibrations can also create bearing distress, which can lead to 
premature failure. 

The major design considerations relating to lateral shaft vibrations are to determine the 
critical frequencies and the radial response magnitudes as a function of rotor speed (and 
possibly rotor angular acceleration) as well as any potential regimes of rotordynamic 
instability. 

Rotating equipment design can be improved by having a better understanding of the 
various rotordynamic phenomena which relate to machinery vibration problems. 
Understanding the dynamics of the various components in a rotating machine can lead to 
much improved designs and hence longer operating lives and lower life-cycle costs. 

An ideal, symmetric rotor with symmetric bearings and supports will typically have 
circular orbits of the shaft center which get progressively larger until the critical speed is 
reached. After the rotor transitions through the critical speed the orbits remain circular and 
decrease in size. The orbits remain in the same direction as the rotation of the shaft 
(forward whirl), as shown in Figure 1. Maximum displacements from the shaft centerline 
are observed at or near the critical speed (resonance). 

However, in a recent experimental investigation by Simei [Ref. 1], a much more 
complex lateral response was observed from a simply supported single disk rotor. The 
orbits started in a small amplitude, circular forward procession at low speeds. As the rotor 
speed was increased the orbits became elliptical. At an initial critical speed, the orbit 
"collapsed" into a line. At a slightly higher speed the rotor executed a whirl orbit in the 
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reverse direction of shaft spin. This phenomena is termed "backward whirl" and is shown 
in Figure 2. There was a small range of rotor speeds where the backward whirl 
phenomena occurred. At a slightly higher speed a second resonant peak occurred along 
with another collapsed orbit. As the speed was further increased the orbits again proceeded 


_ in the forward direction and became more circular (less elliptical). 





Figure 1. Rotor and Disk Assembly in Forward Whirl 


The backward whirl phenomena is believed to be caused by distinctly different natural 


frequencies of the rotor system in the two orthogonal lateral directions. [Ref. 2] The two 


(split resonant) frequencies cause x and y displacement curves to have peak values at 


separate rotational speeds. 








Figure 2. Rotor and Disk Assembly in Backward Whirl 


The objectives of this research were to identify the cause of the split resonance and 
backward whirl phenomena. To determine if, in fact, these two phenomena are caused by 


different natural frequencies in the two directions created by non-symmetric bearing 





rotordynamic coefficients and, if this was determined to be the cause of backward whirl, to 
identify the specific cause of the asymmetry. 

In Chapter II a review of the pertinent literature is given to provide sufficient 
background information concerning this research. 

In an attempt to identify the causes for the complex behavior noticed in the simple rotor 
configuration an analytic model is developed in Chapter II and the major parameters varied 
to influence rotor responses. The analytic solutions are compared to experimental results 
obtained in a closely controlled environment. 

In Chapter IV experiments, which were conducted, are described and show the effects 
of gravity, bearing eccentricity and imbalance. In generating experimental data a variety of 
rotor bearing configurations was employed, however the shaft remained in the simply 
supported configuration 

To determine the effect of imbalance, the rotor was purposely placed out of balance 
using known weights. The amount of imbalance was gradually increased. To determine 
the effect of bearings on rotor response, elongated bearings (eccentric) were used and 
oriented in various relative positions on the bearing mounts. The shaft was then positioned 
in orthogonal directions with respect to the gravitational field to determine the effects of 
gravity and bearing support structure on rotor response. 

A modal test to determine static natural frequencies of the experimental apparatus in the 
two lateral directions was conducted by installing accelerometers on the rotor assembly and 
applying a known impulsive force with the use of a precision hammer. The vertical natural 
frequency was found to be slightly higher than the horizontal natural frequency implying 
asymmetric stiffness properties in these two directions. 

A discussion of results from both the experimental and analytic models is contained in 


Chapter V and recommendations and conclusions are provided in Chapter VI. 


Il. BACKGROUND 


The first documented rotordynamic analysis was submitted by Rankine [Ref. 3] in 
1869. He considered a simply supported rotating shaft and proposed that the deflection of 
the shaft is caused by the centrifugal force due to some nominal shaft deflection. Opposing 
this force is the shaft bending rigidity (stiffness). In the analysis he came to the erroneous 
conclusion that supercritical operation was statically unstable in the rotating reference frame 
and hence not possible for rotating machines. In Rankine’s analysis, the Coriolis forces in 
the rotating reference frame were not considered. If purely radial motion of the shaft is 
considered this would be the case, however, the orbiting motion creates additional forces 
which stabilize the shaft. 

In 1919 Jeffcott [Ref. 4] published an article analyzing the effects of imbalance on 
rotating machines. This analysis, which is considered the classical reference on the 
subject, provides the simplest and most accurate model of the dynamics of a simply 
supported rotating shaft. Jeffcott corrected the basic mistake made by Rankine. The 
Jeffcott rotor is comprised of a long shaft with a concentrated mass disk. This is a two 
degree-of-freedom model for transverse motion. Jeffcott described the phenomena of 
“whirling” and was the first to notice, and correctly assess, the effect of natural frequencies 
on rotordynamic response. Damping was neglected in his analysis and a pronounced 
change in phase was observed as the rotor transitions from subcritical speeds through 
resonance to supercritical speeds. In addition, Jeffcott showed the advantages of 
supercritical operation of rotating machinery. 

Subsequent to Jeffcott's work, many authors have developed analytical models for 
rotors and compared the predicted results to those obtained experimentally. The influence 
of bearing dynamics, gyroscopic effects (from the disk), support flexibility and many other 
phenomena have been investigated. In 1986 Muszynska [Ref. 5] published an article 
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detailing the fundamental response of rotating machines. Muszynska expressed an analytic 
model of rotor imbalance which included damping forces to predict rotor dynamic response 
_ for a wide range of unbalanced rotors. 

In 1988 Vance [Ref. 2] proposed that the backward whirl phenomena is caused by the 
rotor imbalance when the rotational speed is between to natural frequency splits caused by 
bearing stiffness asymmetry. He also surmised that increased damping would cause the 
backward whirl phenomena to "disappear." He had, in fact, observed the backward whirl 
phenomena in his experimental results. 

Simei [Ref. 1], in a Masters Thesis at the Naval Postgraduate School, obtained a rotor 
analysis kit from the Bentley Nevada Corporation and installed software for data 
acquisition and signal processing. Under certain shaft loading conditions backward whirl 
was observed and documented, however an explanation as to the cause of this phenomena 
was not provided. Simei used brass oil impregnated (oilite) bearings for all of his 
experiments and configured the rotor assembly as simply supported with a single disk 
arrangement. The backward whirl phenomena was observed to occur between to distinct 


maximum displacement peaks in the two orthogonal lateral directions. 


Tt. ANALYTIC MODEL 


In order to determine the cause of the split resonance and backward whirl and to 


predict rotordynamic response, a simple analytic model was developed. The model had to 


be capable of incorporating non-symmetric bearing characteristics, both stiffness and 


damping, which was hypothesized to be the cause of the observed split resonance and 


backward whirl. In this model the rotor shaft was modeled as a two degree-of-freedom (x 


and y) lumped mass and stiffness shaft and disk assembly as shown in Figure 3. 





MASS IMBALANCE (M) 


SHAFT 


Cxx, Cxy 


Kyy, Kyx Cyy, Cyx 


Figure 3. Analytic Lumped Mass and Stiffness Model of Two Degree- 
of-Freedom Rotating Shaft and Disk Assembly. 





The model includes bearing and shaft forces which are linearly related to the displacements 
and velocities of the rotor only. The variations in the axial direction have been ignored. All 
of the properties have effectively been concentrated into the single axial plane. The mass 1s 
the algebraic sum of the disk and the shaft masses. The direct stiffnesses, Kxx and Kyy, 
are a combination of the rotor shaft and the bearings stiffness. The cross stiffness terms, 
Kxy and Kyx, are due to any self excitation interfacial forces provided by the bearings. 
These are non-conservative forces. The direct damping terms, Cxx and Cyy, are from both 
material damping of the shaft as well as bearing and support proportional damping. 

This model treats those cases when the two bearings are identical, but not necessarily 
symmetric. This means that the x and y displacements along the shaft follow the functional 
form of: 

x(t,z) =x(t : Z = Z,)(Z) (1) 


and 


y(t,z) = y(t: z = Z,)O(Z) (2) 


Where, x(t,z) and y(t,z) are the x and y displacements along the shaft, z is the axial 


direction, Zo is a particular location along the length of the shaft and (z) is the whirling 


mode shape. 
The equation of motion for this model system, in terms of g, which represents the 


radial displacement of the shaft centerline, can be written in matrix form as: 


ima} +{cHa}+[kHab= {Fo} 3) 


with, 
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and the mass, damping and stiffness matrices respectively, are given by: 


[C]= eC (5) 


where, 
Mtot = Mshaft + Mdisk; 
Kxx = Kxx(shaft) + Kxx(bearing); Kyy = Kyy(shaft) + Kyy(bearing): 
Kxy and Kyx = coupling or cross stiffness ; 
Cxx = Cxx(shaft) + Cxx(bearing); Cyy = Cyy(shaft) + Cyy(bearing): 


Cxy and Cyx = coupling or cross damping © 


and, since the force on the shaft, F(t), is created by a mass imbalance and is periodic in 


time it can be expressed in exponential notation as: 
{F)} = Fe™ (6) 


where j ~J-1, Q is the rotational speed of the shaft in rad/sec and t is time. From 


Figure 3 the force magnitude is: 
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F=F =MeQ” (7) 


where, M is the mass of the imbalance, e is the radial distance from the shaft centerline 
to the location of the mass imbalance and Q is the rotational speed of the shaft. 
x and y displacements are known to be sinusoidal and the absolute displacements in 


the x and y directions are orthogonal, therefore, assume q is of the form: 
{q}=qe™ (8) 
where @ isa radial displacement : U(x +y’). Taking derivatives with respect to time: 


{4} =qOe™ 


(9) 
{a} = a(-2’)e™ 
Substituting Equations (7) (8) and (9) into Equation (3) gives 
[M ]q(-2” e™ + [Clq Q)e™ +[K}ge™ = Fe™ (10) 
but eit # 0 for finite time and solving Equation (10) for ¢ leads to, 
g =([K]-2°[M]+i9{C]] F (11) 


Now the displacements x and y can be determined by selectively substituting 
Equations (4) and (5) into Equation (11) which provides for a direct solution for the 


displacements: 
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Equation (12) is limited to steady state (constant speed) response, symmetric shaft 
configurations, and linear stiffness and damping. This equation does not apply to cases 
where the rotor is accelerating or configured with two different types of bearings. 

To obtain an approximation for the stiffness terms, the shaft and disk assembly can be 
modeled as a pinned-pinned beam as shown in Figure 4. Where the force P is the weight 


of the disk. 


14 in 


DISPLACEMENT CURVE 


Figure 4. Analytic Pinned-Pinned Model of Shaft and Disk Assembly. 


From [Ref. 6] the stiffness of the shaft is: 


48El 


—— 13 
73 (13) 


K aan = 


13 


Using the shaft data in Appendix A, the shaft and disk mass can be determined and the 
shaft stiffness is found to be 495 Ibf/in. The bearing stiffness and all of the damping terms 
must be selectively chosen since no hard data is available and modeling it is non-trivial. 

The displacements obtained using Equation (12) are for the disk position and a straight 
line extrapolation can be performed to obtain the displacements anywhere along the length 
of the shaft. 

To quantify the effects of the various parameters in Equation (12) values were chosen 
for stiffness and damping with a 1.0 gram mass imbalance imposed and the equation was 
solved. The model was used to see the effects on rotor response caused by separately 
imposed analytic conditions. The first solution only considers the stiffness of the shaft and 
uses symmetric damping and stiffness. A comparison was made to the results obtained in 
[Ref. 1]. The procedure was repeated many times with varying coefficients in an attempt to 
isolate the effects of asymmetric stiffness, asymmetric damping, cross stiffness and cross 
damping. The results of some of these analyses are contained as plots in Appendix B and 
an explanation of each solution is provided in the following subsections ( stiffnesses are in 
lbf/in and damping coefficients are dimensionless). 

It may be possible to optimize Equation (12) to match observed data, however, this 
was not done. The sequential progression through each of the imposed analytic responses 
lead to an increased understanding of rotordynamic response phenomena. 

The rotational speed of the shaft is termed (1x), twice rotational speed is (2x) and one 
half rotational speed is (1/2x). This terminology follows that contained in the reference 


material discussed in Chapter II. 


A. Kxx = 495, Kyy = 495, Cx x = .025, Cyy = .025 
The rotor orbits and displacements are shown in Figure 6. The orbits are circular, as 


expected, with a resonant speed of approximately 2720 rpm. The displacements in the x 
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andy directions are symmetric with a maximum value of 32 mils. The phase diagram and 
cascade plot are shown in Figure 7. A smooth transition from subcritical to supercritical 
speed is observed on the phase diagram at the resonant speed. The cascade plot indicates 
the energy content of the system is contained at the operating speed of the shaft with no 
indication of (1/2x) or (2x) vibrations. This is to be expected since sub-harmonic and 
super-harmonic responses are due to nonlinearities which this model does not contain. The 
observed resonant speed is lower than that obtained in [Ref. 1] which leads to the 


conclusion that a bearing stiffness term exists. 


B. Kx x = 535, Kyy = 555, Cx x = .025, Cyy = .025 

The bearing stiffness is assumed to be 40 Ibf/in where the disk is located along the 
shaft and 20 Ibf/in asymmetric stiffness is imposed. The rotor orbits and displacements are 
shown in Figure 8. The orbits begin in a circular pattern at slow speeds and proceed into 
elliptical patterns and exhibit the backward whirl condition at 2840 rpm. This closely 
matches the resonant speed found in [Ref. 1]. Two distinct resonant speeds are evidenced 
from the displacement plots which is indicative of the asymmetric stiffness in the x and y 
directions, however the magnitudes of the displacements are similar. The phase diagram 
and cascade plot are shown in Figure 9. The phase shift for the x direction remains smooth 


and the cascade plot is similar to symmetric stiffness. 


C. Kxx = 535, Kyy = 535, Cx x = .035, Cyy = .02 

The rotor orbits and displacements are shown in Figure 10 for symmetric stiffness and 
asymmetric damping. The orbits are circular at slow speeds and become elliptical as the 
resonant speed is reached, however, backward whirl is not observed. The resonant speed 
is the same in both the x and y directions but the y displacement magnitude is greater due to 


the lower damping coefficient. The phase diagram and cascade plot are shown in Figure 
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11. The phase transition is smooth while the cascade plot shows the increased amplitude of 


vibration in the y direction. 


D. Kx x = 535, Kyy = 555, Cx x = .04, Cyy = .02 

For asymmetric stiffness and asymmetric damping the rotor orbits and displacement 
plots are shown in Figure 12. The orbits are circular at slow speeds and become elliptical 
near resonance. Backward whirl is evidenced at 2860 rpm which is approximately the 
midpoint of the maximum x and maximum y displacements. The phase diagram and 
cascade plot, Figure 13, show a smooth transition through resonance and a lower spectral 


amplitude due to the interaction of stiffness and damping. 


E. Kx x = 535, Kyy = 575, Cx x = .04, Cyy = .025 

To investigate the decreased cascade spectral amplitude the stiffness asymmetry is 
increased while the damping asymmetry is decreased. The rotor orbits and displacement 
plots are shown in Figure 14. The orbits begin circular and proceed into elliptical patterns 
as resonance is approached. The backward whirl condition remains through a wider range 
of speeds, between 2840 and 2920 rpm. The displacement peaks are further separated due 
to the increase in stiffness asymmetry. The cascade plot, Figure 15, shows no marked 
change in spectral magnitude and the phase diagram remains smooth throughout resonant 


transition. 


F. Kx x=535, Kyy=535, Kx y=40, Ky x=10, Cx x = .025, Cyy = 025 
The rotor orbit and displacement plots for symmetric stiffness and symmetric damping 
with cross stiffness terms are shown in Figure 16. The orbits begin circular but quickly 
become elliptical as shaft rotational speed is increased. In the region of the y displacement 
dip, backward whirl is observed with the elliptical orbits perpendicular to those of Figure 


14. The magnitude of the x displacement is almost twice that of the y displacement. The 
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cascade plot for the y direction is shown in Figure 17 and the low amplitude of response is 
depicted. The phase diagram, Figure 17, indicates a 180 degree phase shift at the first 
resonant peak, another 180 degree phase shift at the base of the first resonant peak and a 


final 180 degree phase shift at the second resonant peak. 


G. Kx x=535, Kyy=535, Kx y=10, Ky x=40, Cx x = .025, Cyy = .025 
The rotor orbits and displacement plots illustrating the effect of reversing the cross 
stiffness amplitudes are shown in Figure 18. The orbits are similar, however the axis of 
orbit elongation is perpendicular to those of Figure 16. Backward whirl is evidenced 
through the same speed range. The y displacement is now nearly twice the magnitude of 
the x displacement. The phase diagram and cascade plots are shown in Figure 19. The 
phase begins to shift as the first resonant speed is approached but is delayed by the large 
decrease in x displacement amplitude at 2800 rpm. The phase shift then proceeds smoothly 
through the rest of the transition zone. The cascade plot shows the increased spectral 


magnitude in the y direction. 


H. Kx x=535, Kyy=535, Cx x=.025, Cyy=.025, Cx y=-.02, Cy x=-.01 
The rotor orbits and displacements for symmetric stiffness and symmetric damping 
with negative cross damping terms are illustrated in Figure 20. The rotor orbits are slightly 
elliptical near resonant speeds and circular elsewhere. The large magnitude of 
displacements in both the x and y directions stem from the negative cross damping terms. 
The magnitude of the x displacement is greater than the y displacement. The phase diagram 
and cascade plot, Figure 21, show a steep phase shift through resonance due to the 
negative cross damping and the cascade plot shows a large spectral amplitude at the 


resonant speed. 
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I. Kx x=535, Kyy=535, Cx x=.025, Cyy=.025, Cx y=-02, Cyx=.01 
The rotor orbits and displacement plots for symmetric stiffness and damping with 
positive cross damping are shown in Figure 22. The rotor orbits become elliptical near 
resonance but remain in the forward whirl condition and the major axis of the elliptical 
orbits 1s perpendicular to those shown in Figure 20. The x displacement has a small area 
where the curve flattens (near 2800 rpm) and the y displacement magnitude is greater than 
the x displacement. The phase diagram and cascade plots are shown in Figure 23. The 
phase diagram shows a small region (at approximately 2800 rpm) where the phase curve 
flattens. This is the same region with the flattened displacement curve. The cascade plot 


indicates the spectral energy content. 


J. Kx x=535, Kyy=555, Kx y=-5, Ky x=3, Cx xX = .025, Cyy = .025 

The rotor orbits and displacement plots for asymmetric stiffness, symmetric damping 
and imposed opposite cross stiffnesses are shown in Figure 24. The orbits begin circular 
and become elliptical as the rotor approaches resonant speed. The shaft does not achieve 
the backward whirl condition. The displacement plot shows a small double peak near the 
resonant speed. The phase diagram and cascade plot, Figure 25, shows a small overshoot 
in the phase transition. Spectral peaks are located near the resonant speed and at the forced 
response speed (operating speed) of the rotor. 

In conclusion, the analytic model, previously developed, does predict the split 
resonance and backward whirl phenomena noticed in [Ref. 1]. Distinctly different types of 
responses are generated depending on the type of stiffness and damping terms employed in 
the solution. The asymmetric stiffness model matches most closely to the experimental 


results obtained by Simei. [Ref. 1] 
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IV. EXPERIMENTAL INVESTIGATION 


The analytic results provided in Chapter III showed that asymmetric stiffness 
(difference in Kxx and Kyy terms) created the split resonance and backward whirl 
phenomena similar to that experienced by Simei. [Ref. 1] 

To determine the physical cause of the stiffness asymmetry the rotor assembly 
hardware, used in [Ref. 1], was investigated. 

Finally as a direct measurement, accelerometers were positioned on the rotor assembly 
and a precision hammer (load cell) was used to provide a known impulsive force to the 
rotor. The horizontal (x direction) static natural frequency was found to be 46.00 cycles 
per second (cps), while that of the vertical (y direction) was 46.75 cps. The disparity in the 
two frequencies leads to the possibility of asymmetric supports or bearings as a cause of 
the split resonance. 

The lubrication regime within the bearing during the split resonance and backward 
whirl phenomena is unknown. Since the bearing is manufactured with oil impregnated 
brass, the lubrication may be hydrodynamic (either full or partial oil film), metal to metal 
rub or the shaft may actually lift off of the surface and be in aerodynamic lubrication. 

Possible causes were divided into four broad categories: non-circularity of the 
bearings, gravity effects, degree of imbalance and bearing support asymmetry. 

1. Non-Circularity of Bearings 

The shaft diameter is 0.375 inches with a design radial bearing clearance of 1 mil. The 
bearings were removed from the experimental hardware used in [Ref. 1] and one of the 
bearings was found to be 2 mils out-of-round (non-circular). The physical condition of the 
bearing and its orientation with respect to the two orthogonal lateral directions may lead to 
unequal stiffness terms in the x and y directions. This would, in effect, create different 


Kx x and Kyy terms as used in the analytic model. 
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2. Gravity Effects 

The position of the shaft journal in the bearing may constrain the motion of the shaft 
within the bearing, thus increasing the magnitude of force necessary to cause the rotor to 
move in that direction. This type of situation can be directly related to stiffness variations 
in the two lateral directions. 

3. Degree of Imbalance 

The magnitude of the mass imbalance may generate a forcing function F(t) which is 
large enough to overcome the constraints of gravity and rotor centrifugal force and produce 
backward whirl. 

4. Support Asymmetry 

The bearing support structure is itself asymmetric. The vertical (y) direction is bolted 
to the assembly base plate, which may make the stiffness greater in the vertical direction. 
The horizontal (x) direction of the support is not hard mounted and may have more 
flexibility (less stiffness) as a result. 

Of the four possible physical causes presented only gravity effects, non-circularity of 
the bearings or bearing support asymmetry can create asymmetric direct stiffness. 

In order to determine the actual physical cause of the asymmetric stiffness, the 
experimental facility developed in [Ref. 1] was used to provide data for a variety of rotor 
imbalances and bearing and shaft orientations. The ROTOR.VI program developed in 
(Ref. 1] was used to collect the time trace data which was processed and plotted using a 
MATLAB computer program. | 

The rotor assembly is shown in Figure 5 and a variety of mounting configurations and 
bearing arrangements was used to determine the effect of various parameters on 
rotordynamic responses. The data obtained from the various rotor configurations 1s 
tabulated at the end of this Chapter. The plotted results from the experimental 


investigations are contained in Appendix C. 


20 





COUPLING 


MOTOR 3" 


A 
an a 
A AON LAS UN 
a re ee 


BASE PLATE PROXIMETERS BEARING 


KEY PHASOR PROBE DISK 


| I Y-PROXIMETER 
MASS IMBALANCE 


X-PROXIMETER NG 


SHAFT 


BEARING SUPPORT 


DISK 


SECTION A-A 


Figure 5. Configuration of Experimental Rotor System. 
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A. GOOD BEARING TABLE MOUNT 

The rotor assembly was mounted on a table with a soft foam pad under the base plate. 
Both the inboard and outboard bearings, with respect to the drive motor, were replaced 
with circular bearings (good bearings) of 1 mil clearance between the shaft journal and the 
bearing. The foam pad acts as a low pass filter, thus eliminating any high frequency 
unwanted inputs to the system. The x direction is horizontal and the y direction is vertical, 
or in the direction of gravitational force as shown in Figure 5. 

1. Good Bearing No Imbalance 

The rotor orbits for a good bearing (circular with 1 mil radial clearance; tolerance of 
0.5 mil) with no shaft imbalance are shown in Figures 26, 27 and 28. The originally 
circular orbits become elliptical and collapse into a line at a resonant speed of 2840 rpm. 
Backward whirl is not observed. The orbits at twice critical speed (5600-6200 rpm) remain 
circular. The radial displacement and phase diagrams are shown in Figure 29. The phase 
shift is abrupt through the resonant speed while the displacement plot has a wide frequency 
range in which resonance occurs. The cascade plot shown in Figure 30 indicates the 
frequency corresponding to the maximum amplitude. A slight amount of spectral energy is 
evidenced in the (2x) and (3x) regions of the plot. 

2. Good Bearing 0.5 Gram Imbalance 

The rotor orbits for a good bearing with a 0.5 gram imbalance are shown in Figures 
31, 32 and 33. The resonant speed is much less abrupt, but a large amplitude response 
exists between 2800 and 2900 rpm. The orbits begin circular then become elliptical and 
collapse into a line at 2800 rpm. The orbits then become elliptical again, in the forward 
whirl direction, and again collapse at 2900 rpm. From this speed onward the orbits revert 
back into a circular pattern and remain circular at twice the critical speed. The radial 
displacement shows a slight double peak and the phase diagram indicates higher damping is 


evident by the gradual transition through resonance, Figure 34. The cascade plot, Figure 
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35, indicates a higher spectral energy content at resonance and (2x) and (3x) vibration 
levels are observed. 

3. Good Bearing 1.0 Gram Imbalance 

The rotor orbits for a good bearing with 1.0 gram imbalance are shown in Figures 36, 
37, 38 and 39. The orbits are circular at slow speeds and become elliptical as the resonant 
speed is approached. The orbits collapse into a line at 2800 rpm and then proceed into 
elliptical orbits in the backward whirl condition. The orbits remain in backward whirl until 
2890 rpm when the orbits collapse into a line again. The orbits leave this condition in 
forward whirl and remain forward throughout the rest of the experimental speeds. At twice 
the resonant speed two distinct orbits are evidenced. The radial displacement and phase 
diagrams, Figure 40, show an increase in split resonance range and a higher displacement 
in the y direction than the x direction. The phase plot continues to show slightly increased 
damping, however, the transition through critical speed remains abrupt. Figure 41 depicts 
the cascade or spectral information and indicates increased spectral content at the (1/2x) 
speed when the rotor is at twice the critical speed corresponding to the two distinct orbits at 
these speeds. 

4. Good Bearing 1.6 Gram Imbalance 

The rotor orbits for critical and super-critical speeds for 1.6 gram imbalance are shown 
in Figures 42, 43, 44, 45 and 46. The orbits collapse at 2760 rpm and proceed into a much 
more pronounce backward whirl condition through 2880 rpm. The orbits collapse again at 
2890 rpm and proceed into another backward whirl orbit with the major axis shifted to a 
more vertical direction. The orbits abruptly change to forward whirl at approximately 3125 
rpm and remain forward and circular through 7000 rpm. The orbits at twice critical speed 
again exhibit the dual orbit phenomena. Two very distinct peaks are noticed in Figure 47. 
The magnitudes of the x and y displacements are almost identical, however, the speed at 


which they occur is more widely separated. The phase transition, in Figure 47, shows a 
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decrease in the phase slope as the rotor approaches resonance. The peak displacement 
remains for a longer speed duration which causes the phase to remain at 90 degrees for a 
short while. Figure 48 shows the cascade plot and indicates spectral energy content at 
(1/2x) when the rotor is at twice resonant speed but also indicates high energy content at 


(2x), (3x) and (4x) frequencies when the rotor is at critical speed. 


B. BAD BEARING TABLE MOUNT 

To test the effect of a non-circular bearing on rotor response and particularly split 
resonance and backward whirl, a spare bearing was machined into an elliptical shape. The 
major axis was measured to be 0.3810 inches while the minor axis was 0.3760 inches. 
This represents a very non-circular bearing. 

Only one bad bearing was used in the experimental apparatus and positioned in the 
inboard bearing support (closest to the proximeters). “The use of two bad bearings would 
have resulted in much higher vibrational displacements than can be measured with the 
proximeters in the positions illustrated in Figure 5. The outboard bearing was kept as a 
circular bearing. 

1. Vertical Bad Bearing 1.0 Gram Imbalance 

The bearing was positioned with the major axis of elongation in the vertical (y 
direction). The rotor orbits for this configuration are shown in Figures 49, 50, 51 and 52. 
The orbits begin circular at slow rotor speeds and proceed into elliptical patterns as resonant 
speed is approached. The rotor reaches resonance at 2840 rpm as the orbits collapse into a 
line. A slight backward whirl is observed until the rotor reaches 2940 rpm at which point 
the orbits collapse again then proceed in a forward whirl motion and elliptical patterns. The 
orbits become circular again at 3200 rpm. At twice the resonant speed very large deflection 
amplitudes are present along with peculiar rotor orbits. The orbits become normal at 6000 


rpm. The radial displacement and phase diagrams, Figure 53, show a very wide split peak 
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near the resonant speed and a second double peak near twice the resonant speed. The rotor 
exhibits a phase shift at each of these speeds. The cascade plot, Figure 54, shows the 
increased (1/2x) energy content at twice resonance and high vibration levels at (2x) and 
(3x) frequencies through all rotor speeds. 

2. Horizontal Bad Bearing 1.0 Gram Imbalance 

The rotor orbits with the elongated bearing positioned with the major axis in the 
horizontal (or x direction) are shown in Figures 55, 56, and 57. The orbits near resonant 
speed are similar to those for the vertical position, however, the orbits at twice resonant 
speed are much less erratic. The radial displacement and phase diagrams, Figure 58, again 
show a split peak near resonance and another at twice resonant speed and the phase again 
shifts twice. The cascade plot is shown in Figure 59. 

3. 45 Degrees Left Bad Bearing 1.0 Gram Imbalance 

The elongated bearing was positioned with the major axis in the general direction of 
the resonant displacement (approximately 45 degrees off the vertical). The rotor orbits are 
shown in Figures 60, 61, 62 and 63. The near resonance orbits are again similar to those 
for the vertical bearing direction and the twice resonance speed orbits are similar as weil 
except that they occur at slower rotational speeds. The radial displacement and phase 
diagrams, shown in Figure 64, indicate a split displacement peak near resonant speed and 
at twice resonant speed, however the phase shift is less pronounced at the higher speeds. 
The cascade plot, Figure 65, indicates less spectral energy content at the (2x) and (3x) 
frequencies. 

4. 45 Degrees Right Bad Bearing 1.0 Gram Imbalance 

The elongated bearing was positioned with the major axis perpendicular to the 
direction of resonant displacement (approximately 45 degrees off the vertical). The rotor 
orbits are shown in Figures 66, 67 and 68. The amount of backward whirl exhibited in 


this configuration is slightly reduced near the resonant speed. The orbits at twice resonant 
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speed are much more similar to the good bearing configuration with a 1.0 gram imbalance. 
The radial displacement and phase diagrams, Figure 69, more closely resembles the good 
bearing plots depicted in Figure 40. The elongated bearing causes the phase shift to 
become erratic at speeds above resonant speed. The cascade plot in Figure 70 shows no 
indication of energy in (1/2x) frequency range when the rotor is at twice resonant speed, 


however (2x) and (3x) frequency levels are observed. 


C. HORIZONTAL SHAFT MOUNT 1.0 GRAM IMBALANCE 

The rotor assembly was wall mounted with the shaft in the horizontal (longitudinal) 
direction with rubber mounts installed between the base plate and the wall board. The x 
direction for this configuration remains horizontal and the y direction is in the vertical 
direction (direction of gravitational forces). Good bearings were installed at both the 
inboard and outboard positions. | 

The rotor orbits are shown in Figures 71, 72 and 73. The rotor orbits begin circular at 
slow rotational speeds then proceed into elliptical orbits. The orbits never collapse, 
however they rotate about the shaft centerline axis and at higher speeds the orbits are tilted 
off the vertical in a configuration which resembles a normal fluid lubricated bearing 
position. The displacement plots, Figure 74, show the decreased amplitude in the x 
direction due to the rubber isolation mounts and the effect of the wall board. The phase 
shift is very gradual, indicative of increased system damping. The cascade plot shown in 
Figure 75 shows the decrease in spectral energy at resonant speeds and a decrease in (2x) 


and (3x) vibration levels. 


D. VERFICAL SHAFT MOUNT 1.0 GRAM IMBALANCE 
With the rotor assembly wall mounted with the long axis of the shaft in the direction of 
gravitational force (vertically) the rotor orbits are depicted in Figures 76, 77 and 78. The 


orbits are circular at slow speeds and become elliptical near resonance. The collapse of the 
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orbits near 2600 rpm indicate a decrease in the resonant speed and at higher speeds the 
orbits exhibit characteristics very similar to the analytic orbits obtained using slight 
asymmetric direct stiffness in Chapter III. Since the rotor is mounted with the y direction 
in the direction of the wall mounts the displacements are smaller in that direction, Figure 
79. The phase diagram shows a more conventional transition through the resonant speed. 
The cascade plot, Figure 80, shows a very low energy content in the (1/2x), (2x) and (3x) 
regions indicative of low vibration levels. | 

The results of all of the previously listed experiments are provided in Table 1. The 
degree of backward whirl was significantly affected by the magnitude of the mass 
imbalance, but not significantly affected by the relative position of the elongated (non- 
circular) bearing. The responses obtained from the elongated bearing matched closely to 
the good bearing response at 1.0 gram imbalance except for the (1/2x) vibration levels and 
rotor orbits at twice the critical speed. The position of the rotor shaft, disk and mounting 
assembly relative to the gravitational force greatly affected the rotor response, however 


backward whirl was not evidenced in either of these configurations. 


27 





BEARING 1/2 X 





CONFIGURATION |IMBALANCE | RESPONSE | RESPONSE 
(TABLE MOUNT) 1.0 gram YE 

GOOD BEARING 

(TABLE MOUNT) .O gram NO BW/SR 


O 
0S gram 
CO gram 


ve 
= 
ao 
Y) 
yo 
—Y Y) 
















fC 6 gram VERY MUCH 
VERY BAD BEARING 

HORIZONTAL 1.0 gram VERY MUCH 
(TABLE MOUNT 

VERY BAD BEARING 

VERTICAL VERY MUCH 






(TABLE MOUNT) 
VERY BAD BEARING 
| RESONANT DISP. 
(TABLE MOUNT) 
VERY BAD BEARING 
| RESONANT DISP. 
(TABLE MOUNT) 
GOOD BEARING 
HORIZONTAL 
(WALL MOUNT) 
GOOD BEARING 
VERTICAL 
(WALL MOUNT) 


- 










: 
oe, 
: 
an 


1.0 gram BW/SR 





1.0 gram 






1.0 gram 


BW/SR 
1.6 gram __| BW/SR 


Z 
© 
os 
= 
Y 
a 


Table 1. Results From Experimental Investigation 
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V. DISCUSSION OF RESULTS 


The previous analyses will be discussed as well as possible causes which produce the 
split resonance and backward whirl rotordynamic response phenomena. As expected, the 
experimental data is not as smooth as the analytic solutions generated by the model but a 
general insight into the overall characteristics of the rotor shaft and bearing system can be 
attained and useful information can be gleaned from the results. In all cases the response is 
greatly influenced by the forcing function F(t) which is created by imbalance. 

By varying the characteristic parameters (Kxx, Kxy, Kyx, Kyy, Cxx, Cxy, Cyx, and 
Cyy) in the analytic model the rotor response can be significantly altered. In the first 
analysis, circular orbits were evident throughout the range of speeds of interest. The 
natural frequency of the system occurred at 2720 rpm which is lower than that obtained in 
the experimental analyses. The addition of a bearing stiffness term in the analytic model 
raised the resonant speed to 2840 rpm. The existence of asymmetric direct stiffnesses in 
the model caused elliptical orbits and the backward whirl phenomena. The addition of 
asymmetric stiffness terms caused a split peak in the x and y response amplitudes (split 
resonance). Asymmetric damping also caused elliptical orbits, however the rotor remained 
in forward whirl throughout the resonant speed range. 

Bearing cross stiffness terms lead to split peaks and elliptical orbits and the direction of 
the highest cross stiffness affects the direction of the rotor resonant response. Small 
amounts of opposite cross stiffness cause a phase shift overshoot which is also evidenced 
in the 1.6 gram imbalance experimental results. Cross damping terms provide increased 
amplitude response if the terms are negative and cause elliptical orbits with forward whirl if 
the terms are small and positive. 

The magnitude of the imbalance affects the response of the rotor in a variety of ways. 


Increased imbalance magnitude causes increased x and y deflections. Increased imbalance 
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magnitude causes increased spectral energy in the (1/2x) region at high speeds and 
increased spectral content in the (2x) and (3x) range through all operating speeds. The 
cascade plots show that the dominant energy is contained at the operating speed of the 
shaft. Even with no imbalance imposed, the shaft will have relatively high vibration levels 
at the resonant speed of the rotor/bearing system. The 1.6 gram imbalance causes 
unexpected responses at the resonant speed and at multiples of the resonant speed, as 
evidenced by the increased energy level at the (2x), (3x) and (4x) frequencies. The 
unorthodox orbits exhibited under this loading are possibly caused by a non-linear 
response generated by this imbalance. 

The elongated bearing provided increased response amplitudes in all cases except 
when the bearing was positioned to oppose the resonant displacement. The orbits at twice 
the resonant speed show marked differences in appearance and orientation. The 
supercritical orbits with the bearing positioned with the elongation in the direction of 
resonant displacement closely match those with the bearing positioned vertically. The long 
axes of the orbits are rotated 45 degrees and the speed at which they appear is slightly less 
but similarities do exist. The response of the rotor with the elongated bearing positioned 
perpendicular to the direction of resonant displacement is more similar to the good bearing 
response with 1.0 gram imbalance. The cascade plot for this configuration shows the 
decrease in energy content at the operating speed and the low energy levels at the (1/2x), 
(2x) and (3x) regions. 

Mounting the shaft in the horizontal position, in effect, changed the gravitational effect 
on the shaft caused by the bearing support structure. The y displacements remained similar 
to the table mount experiment, however the x displacement amplitude decreased due to 
rubber isolation mounts being installed between the base plate and wall board. The phase 
transition was very gradual indicative of high damping in the system. The orbits follow a 


more conventional, fluid lubricated, bearing orbit as the rotor speed is increased. 
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With the shaft mounted vertically the effect of gravity on the bearing and bearing 
support structure was removed. The displacement in the y direction was damped out by the 
isolation mounts and wall board, however the orbits showed a pronounced resonance at 
2720 rpm. This resonant speed corresponds to that achieved with only the shaft stiffness 


term in the analytic model. 
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VI. CONCLUSIONS AND RECOMMENDATIONS 


A. CONCLUSIONS 

Using the experimental facility developed in [Ref. 1] and an analytic model to predict 
rotordynamic phenomena, a deeper understanding of the physical mechanisms that create 
split resonance and backward whirl was obtained. Analytic variables can be altered to 
change the rotor output, in effect altering the transfer function which converts the forcing 
function input to the rotor response output. 

The analytic model strongly suggests that the Kxx and Kyy (direct stiffness) difference 
is responsible for the split resonance and backward whirl phenomena 

The modal test confirmed that Kyy is greater than Kxx on the experimental rotor 
assembly, at least statically. 

The effect of mass imbalance on the experimental aparatus was shown as well as the 
effects of non-circular bearings. 

The rotor system orientation with respect to the gravitational force coupled with the 
installation of rubber isolation mounts causes rotor responses to change. 

Backward whirl can be induced by split resonance caused by a mass imbalance or 
gravitational force in the bearing. The effect of bearing support structure stiffnesses may 
also cause split resonance. If the bearing is more rigidly mounted in the direction of the 
bearing support bolts, the y stiffness may be greater than the x stiffness. This asymmetry 
may cause higher forces in the y direction leading to elliptical orbits and backward whirl. 

Asymmetric damping within the bearing does not cause the backward whirl 
phenomena but does produce elliptical orbits. 


Backward whirl is not caused by bearing non-circularity. 
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The vibrations of the rotor shaft differ depending on the orientation of the elongated 
bearing. The response amplitudes are higher if the elongation is in the direction of the 
resonant displacement of the rotor. The orientation of the non-circular bearing does not 
significantly alter the backward whirl orbits. 

The bearing stiffness values are a function of the force applied, therefore the bearing 
stiffnesses change with rotor speed and with rotor orientation with respect to the 
gravitational field. Vertically mounted rotating assemblies will have a critical speed near the 
natural frequency of the shaft since bearing stiffness is negligible. At higher speeds, 


however the effect of bearing stiffness must be included in the analysis of the machine. 


B. RECOMMENDATIONS 

There are many areas yet to be investigated using the rotor kit and data acquisition 
software. The most prevalent include: 

1. Developing an analytic/experimental procedure for rotordynamic parameter 
identification. This would entail solving for the coefficients in the analytic model using 
known experimental rotor responses. 

2. Developing an optimization technique for determining the analytic model 
parameters (Kij and Cj). Given a rotor orbit a mathmatical equation for the response could 
be written. 

3. Study in detail the physical mechanism through which gravity influences the 
stiffnesses in the lateral directions. This would most likely require a structurally sturdy but 
configureable mount to position the rotor assembly in any position in three dimensional 
space. 

4. Conduct a detailed analysis of the lubrication regime within the bearing during 
backward whirl. The forces acting on the shaft journal at the bearing interface would need 


to be quantified along with lift and drag forces generated by the rotation of the shaft. 
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Additional areas of research include the investigation and determination of the 
dependence of bearing stiffness on shaft rotational speed, investigation of fluid lubricated 
bearing dynamics, roller bearing dynamics, and the effect of different isolation mounts on 
vibrational characteristics. 

The analytic model developed herein should be modified to allow for the bearing 
stiffnesses to change as shaft speed increases. This will provide a more realistic rotor 
response. 

The rotor kit is provided with two translucent fluid lubricated bearings. The wide use 
of fluid lubricated bearings in rotating machinery installations warrants research in this 
area. Use of the translucent bearings will provide both visual and time trace data to 
evaluate the rotor dynamic characteristics based on hydrodynamic and possibly hydrostatic 
bearings. The rotor can be configured with one or two fluid lubricated bearings. 

The use of roller bearings on marine gas turbine installations motivates the research 
into roller bearing induced shaft vibrations. The amplitudes of response are expected to be 
higher than the brass oilite bearing since the stiffness of these bearings is higher. The rotor 
kit is provided with a roller bearing which is mounted between four adjustable springs. 
This will provide for increased control of the bearing influence on rotor response. 

The rotor assembly should be hard mounted on a sturdy base which can be adjusted to 
configure the rotor in a variety of positions with respect to the gravitational field. 
Additional types of shock mounts should be obtained (with different stiffness values) and 


sequentially installed to determine their affect on rotor response. 
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APPENDIX A. LIST OF DIMENSIONS AND PROPERTIES 


Rotor Shaft: 


Material: 4140 Low Alloy Steel 

Modulus of Elasticity: 200 GPa 29.2(10°) psi 

Length: 45.7 cm 18.0 in 

Diameter 0.9525 cm 0.375 in 

Mass 0.253 kg 0.558 lbm 

Density 7766 kg/m 0.281 Ibm/n3 
Rotor Disk: 

Material: 316 Stainless Steel 

Width: 2.54 cm 1.0 in 

Inner Diameter 0.9525 cm 0.375 in 

Outer Diameter 1.18 cm 3.0 in 

Mass 0.816 kg 1.8 Ibm 
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APPENDIX B. ANALYTIC ROTOR DATA 
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Figure 6. Rotor Orbits and Displacements From Analytic Model For 
Kxx = 495 Ibflin, Kyy = 495 Itbflin, Kxy = 0 Ibffin, Kyx = 0 Ibflin, 
Cxx = .025, Cyy = .025, Cxy = 0, Cyx = 0 
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Figure 7. Cascade Plot and Phase Diagram From Analytic Model For 
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Figure 8 Rotor Orbits and Displacements From Analytic Model For 
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Figure 10. Rotor Orbits and Displacements From Analytic Model For 
Kxx = 535 Ibflin, Kyy = 535 Ibffin, Kxy = 0 Ibffin, Kyx = 0 Ibflin, 
Cxx = .035, Cyy = .02, Cxy = 0, Cyx = 0 
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11. Cascade Plot and Phase Diagram From Analytic Model For 
535 Ibflin, Kyy = 535 Ibflin, Kxy = 0 Ibfiin, Kyx = 0 Ibflin, 
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Figure 12. Rotor Orbits and Displacements From Analytic Model For 
Kxx = 535 Ibflin, Kyy = 555 Ibffin, Kxy = 0 Ibffin, Kyx = 0 Ibflin, 


Cxx = .04, Cyy = .02, Cxy = 0, Cyx = 0 
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Figure 13. Cascade Plot and Phase Diagram From Analytic Model For 
Kxx = 535 ibflin, Kyy = 555 Ibflin, Kxy = 0 Ibffin, Kyx = 0 Ibf/in, 
Cxx = .04, Cyy = .02, Cxy = 0, Cyx = 0 
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14. Rotor Orbits and Displacements From Analytic Model For 
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= .04, Cyy = .025, Cxy = 0, Cyx = 0 
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Figure 15. Cascade Plot and Phase Diagram From Analytic Model For 
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Figure 16. Rotor Orbits and Displacements From Analytic Model For 
Kxx = 535 Ibflin, Kyy = 535 Ibflin, Kxy = 40 Ibf/in, Kyx = 10 Ibffin, 
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18. Rotor Orbits and Displacements From Analytic Model For 
535 Ibflin, Kyy = 535 Ibfiin, Kxy = 10 Ibf/in, Kyx = 40 Ibflin, 


= .025, Cyy = .025, Cxy = 0, Cyx = 0 
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Figure 20. Rotor Orbits and Displacements From Analytic Model! For 
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21. Cascade Plot and Phase Diagram From Analytic Model For 
535 Ibflin, Kyy = 535 Ibffin, Kxy = 0 Ibffin, Kyx = 0 Ibf/in, 
025, Cyy = .025, Cxy = -.02, Cyx = -.01 
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Figure 22. Rotor Orbits and Displacements From Analytic Model For 
Kxx = 535 Ibffin, Kyy = 535 Ibflin, Kxy = 0 Ibflin, Kyx = 0 Ibflin, 
Cxx = .025, Cyy = .025, Cxy = .02, Cyx = .01 
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23. Cascade Plot and Phase Diagram From Analytic Model For 
535 Ibflin, Kyy = 535 Ibflin, Kxy = 0 Ibflin, Kyx = 0 Ibflin, 


= 025, Cyy = .025, Cxy = .02, Cyx = .01 
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25. Cascade Plot and Phase Diagram From Analytic Model For 
535 Ibflin, Kyy = 555 Ibffin, Kxy = -5 Ibffin, Kyx = 3 Ibf/in, 
025, Cyy = .025, Cxy = 0, Cyx = 0 
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Figure 28. Rotor Orbits No Imbalance Good Bearing. Speeds from 


5600 to 6200 rpm. 


61 


MAA <¥ MSPLACEMENT «Ss. SPSSL 9 Ig MBALANCS} 





A DISP (tritls) 
3 
a ep a es 





49 +000 2900 3000 4000 3000 3000 
ROTOR SPEED (rpm) 


MAX DISPLACEMENT vs. ACTOR SPEED ( 0.9 gram :mbaiance } 


0-——__ CO _ COC 









~ | | 
= 50k. r 
= | 
= 40b- - 7 
Go | 
s i sae sitet ttt, « i: tes 7 
a) i j 
<< 20- 
~_d 
a | 
GS 

: 1000 2000 3000 4000 5000 6000 7CQ0 


ROTOR SPEED (rom) 


PHASE ANGLE VS. ROTOR SPEED ( 0.0 gram imbalance ) 











Q 1000 2000 3000 4000 3000 5000 7000 
ROTOR SPEED (rpm) 


Figure 29. Maximum Displacements and Bode Plot No Imbalance Good 
Bearing 


62 





20 


J 


PSD - (rmilsttH2) 
O Gn 


in 


ROTOR SPEED - (200X rpm) o 0 FREQUENCY - (2X Hz) 


Figure 30. Cascade Plot No Imbalance Good Bearing 


63 


150 


VWIdPLACELALU AE (seitia) 


& 
a 
Sp ke ee ee ge oe 


T Dis PLACEAIENI IE (onlis) 
uh ~ 


Ps} 


eat 


ou 
a 
LA 


ICTTA CABITS NEAA TRIMCAL SPSES 25g MEALANCS: 





“29 35 WY >) } 3 
X OISPLACEMENT ‘mings 


IOTCA ZASITS NEAR CAITICAL SPEED 10. Sq IMBALANCE} 


9 °$ 


2 


2 ut a : J 3 
- CC cISPLACEMENT fimas) 








20 


we eB hk. oe ee ee ee ee eee 


-—~-4~ — - 


28 


¥ DIS HEACEMELAL (anita) 


VY CHO PEACELAEI UT (iste) 


3OTCR TRAITS NEAR CAM'CAL SPEED 0 5g MBALANCD: 





25 
‘ 29C0rem 
29 - 
i» start 
| macle ; 
Re” ana ae : 
{ 
aA 
3e 5a * 
| a‘ 
H a | 
Ok a 4 
| “ i 
» ‘ 





lg ' 
| 1 
20} ; 
wt , 
“25 -29 1§ >) } 3 3 23 25 
: A NSPLACEMENT mug) 


- 


AOTCA GABITS NEAA CRITICAL 37EE5 9 Fg MAALANCS: 


2p a 


' 2900rom 
24r 7 
[> xart f 
1 Sie st ° 
i- bd 
! Pa 
Ok" ana P ; 
i . ( 
Pr ] 4 
af 2 
| ' | 
a >. 
Ir * 
- 
- n + 
Pi ad * ' 
\ a’ | 
¢ 4 
10 
| E 
Pg 4 
; 
| # | 
-20 1 


| 
TL See. Sn eT; Ye eT, OE eT APL 
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Figure 33. 
from 5600 to 6200 rpm. 
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from 2760 to 2860 rpm. 


69 


Y OVS PL ACERAE TUL (teitts) 


Rotor Orbits 1.0 Gram Imbalance Good Bearing. 


¥ DISPLACERIEL IT Quits) 


ACTOA DABITS NEAR CAITICAL SPSED |! 9g 'MBALANCS) 





25 


' 28corcm 
20F 
+ gar 





‘3 2 3 'S ‘§ 29 2s 
X DISPLACEMENT omits} 


AOTOR GABITS NEAR CAITICAL SPEED 11 Og IMBALANCS} 





a 


3 2 : 9 7s 20 25 
X OISPLACEMENT (rte) 


Speeds 


t OIS PLACEMENT (mits) 


TY OISPLACER SEIN (salts) 
Q 


3 


ROTOR ORBITS NEAA CRITICAL SPEED (tf 0g IMBALANCE) 


Z880rpm 


+ Start 


mictfa 


ROTCA SASITS NEAA CRITICAL SPEED (* Og IMBALANCS) 


Pais e Irer 
a 
t 











AOTOR TABITS NEAR CAITIC AL SPS59 (* Ig BALANCE) 





25 
I 1 
| 2920raen ; 

20h a", : 
1° sar ‘ : 

a 
i 
w 
{Or " and 2 by 
a 
a 
a 
a 


¥ OISPLACEMEN NT (nits) 
Q 
er 


peer e IT OO ey gS 


N 

a 
-_— 
+ 





“28 -20 “15 30 “5 ) 3 "9 1§ 2c 2s 
X OISP_LACSMENT (mus) 


ROTOR CABITS NEAR CAITMCAL SPEED It Ig IMBALANCE: 








25: 
| 3200rem 
20+ 
; © Sart 
13+ oaie 
=m | . 
z “i ond 
= $ 
oS = 
3 oF F ] 
— w = 
Ei : 
S- « > 
™ 10h 
1S 
20+ 
26: ~ = 
31s 6G tS tO 5 rr a 
X DISPLACEMENT : mitgi 


Figure 37. Rotor Orbits 1.0 Gram Imbalance Good Bearing. Speeds 


from 2880 to 3200 rpm. 
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Figure 38. Rotor Orbits 1.0 Gram Imbalance Good Bearing. Speeds 
from 5600 to 5900 rpm. 
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Figure 39. Rotor Orbits 1.0 Gram Imbalance Good Bearing. Speeds 
from 6000 to 6200 rpm. 
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Figure 40. Maximum Displacements and Bode Plot 1.0 Gram Imbalance 
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Figure 41. Cascade Plot 1.0 Gram Imbalance Good Bearing 
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Figure 42. Rotor Orbits 1.6 Gram Imbalance Good Bearing. 
from 2600 to 2830 rpm. 
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Figure 43. Rotor Orbits 1.6 Gram Imbalance Good Bearing. Speeds 
from 2860 to 2940 rpm. 
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Figure 44. Rotor Orbits 1.6 Gram Imbalance Good Bearing. 
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Figure 45. Rotor Orbits 1.6 Gram Imbalance Good Bearing. Speeds 
from 5600 to 5900 rpm. 
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Figure 46. Rotor Orbits 1.6 Gram Imbalance Good Bearing. Speeds 
from 6000 to 6200 rpm. 
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Figure 47. Maximum Displacements and Bode Plot 1.6 Gram Imbalance 
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Figure 48. Cascade Plot 1.6 Gram Imbalance Good Bearing. 
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Figure 51. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 


Elongation In the Vertical Direction. 
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Figure 54. Cascade Plot 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Vertical Direction. 
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Elongation In the Horizontal Direction. 
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Figure 56. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Horizontal Direction. Speeds from 2900 to 3200 rpm. 
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Figure 57. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Horizontal Direction. Speeds from 5000 to 5800 rpm. 
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Figure 58. Maximum Displacements and Bode Plot 1.0 Gram Imbalance 
Elongated Bearing with Elongation In the Horizontal Direction. 
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Figure 59. Cascade Plot 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Horizontal Direction. 
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Figure 60. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Direction of the Resonant Displacement (45 Degrees 
Speeds from 2780 to 2860 rpm. 


off vertical). 
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Figure 61. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Direction of the Resonant Displacement (45 Degrees 


off vertical). Speeds from 2900 to 3200 rpm. 
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Figure 62. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Direction of the Resonant Displacement (45 Degrees 
off vertical). Speeds from 5600 to 5800 rpm. 
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Figure 63. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Direction of the Resonant Displacement (45 Degrees 
off vertical). Speeds from 5900 to 6200 rpm. 
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Figure 64. Maximum Displacements and Bode Plot for 1.0 Gram 
Imbalance Elongated Bearing with Elongation In the Direction of the 
Resonant Displacement (45 Degrees off vertical). 
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Figure 65. Cascade Plot 1.0 Gram Imbalance Elongated Bearing with 
Elongation In the Direction of the Resonant Displacement (45 Degrees 


off vertical). 
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Figure 66. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation Perpendicular to Direction of Resonant Displacement (45 
Degrees off Vertical). Speeds from 2780 to 2860 rpm. 
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Figure 67. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation Perpendicular to Direction of Resonant Displacement (45 


Degrees off Vertical). Speeds from 2900 to 3200 rpm. 
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Figure 68. Rotor Orbits 1.0 Gram Imbalance Elongated Bearing with 
Elongation Perpendicular to Direction of Resonant Displacement (45 
Degrees off Vertical). Speeds from 5600 to 6000 rpm. 
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Figure 69. Maximum Displacements and Bode Plot for 1.0 Gram 
Imbalance Elongated Bearing with Elongation Perpendicular to Direction 


of Resonant Displacement (45 Degrees off Vertical). 
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Figure 70. Cascade Plot 1.0 Gram Imbalance Elongated Bearing with 
Elongation Perpendicular to Direction of Resonant Displacement (45 


Degrees off Vertical). 
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Figure 71. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Horizontal. 
Speeds from 2760 to 2880 rpm. 
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Figure 72. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Horizontal. 
Speeds from 2900 to 3200 rpm. 
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Figure 73. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Horizontal. 
Speeds from 5600 to 6000 rpm. 
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Figure 74. Maximum Displacements and Bode Plot for 1.0 
Imbalance Shaft Mounted Horizontal. 
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Figure 75. Cascade Plot 1.0 Gram Imbalance Shaft Mounted 
Horizontal. 
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Figure 76. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Vertical. 


Speeds from 2400 to 2800 rpm. 
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Figure 77. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Vertical. 
Speeds from 2900 to 3100 rpm. 
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Figure 78. Rotor Orbits 1.0 Gram Imbalance Shaft Mounted Vertical. 
Speeds from 5400 to 6000 rpm. 
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Figure 79. Maximum Displacements and Bode Plot for 1.0 Gram 
Imbalance Shaft Mounted Vertical. 


112 





29 


MM 


PSD - (milstH2) 
O 


ROTOR SPEED - (200X rpm) 0 0 FREQUENCY - (2X Hz) 


Figure 80. Cascade Plot 1.0 Gram Imbalance Shaft Mounted Vertical. 
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